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N 11 Gags or (bénd ta& bearing ssat with
© 1787 shim approved epoxy adnesivel
plate (see
table for
N—nNeoprene be: RR) Layers of 1/2” slastomeris pad
E(, slastomaric required) with 11 gage or 1/8" shim plate
PART PLAN pod NEOPRENE ELASTOMERIC PAD
GENERAL NOTES:
Anchor DDHS shal | be @ ASTM ATO9 Gr’cde 50W s+ee\ swedged DOHS and_shal |
extend nto the concrete with ASTM A19 » 2H c. C3,
B3 “heavy hewagon nuts. Actual manutaciu rer's cewmmed” En reports_(chemical
and mechumcu\) shal | be provided. Swedging shall be 1 less fhan exfension into
the concrete.
All strustural steel for the anchor bolts and heavy hexagon nuts shall be coated
with a minimum of two coats of inorganic zine primsr (5 Mils minimum).
Neoprens Elastomeric Pads shall be Durocmeter.
El Al
ST FIXED BEARINGS NUVBER Structural steel for sole plate shal | be ASTM A709 Grade and shuH be coated
NUMBER OF with of two coats of ino (5 mil
DTl alefc o Flo ok ]| [m]|n]r| o |gumeeror |Nmeer with a minimum wo coats inorganic zinc primer (5 mils minimuml. (1)

(#) The required shim plate shal | be placed between |ayers of elastomer
and moided together to form am integral unit.

DETAILS OF LAMINATED NEOPRENE BEARING PAD ASSEMBLY

Detallad

Checked Note:

TOTAL
BEARINGS

This drawing is not o scdle.

Follow dimensions.

Lominated Neoprena Bearing Pad Assembly shall be in desordanca with Sec 716.

(1) USE NOTE H3.49 OR
H3.49.1, CHECK WITH
STRUCTURAL PROJECT
MANAGER.
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